	Model
	Woofer
	Tweeter
	Freq
	Power
	Sen-
	Max.
	Dims.
	Wt.2

	
	
	(diaphragm)
	Resp
	Handling
	sitivity
	SPL3
	(WxHxD)2
	(lbs)

	
	
	 
	(-10dB)
	(noise1/
	 
	 
	 
	 

	
	
	 
	 
	program/peak)
	 
	 
	 
	 

	
	
	
	
	
	
	
	
	

	C SERIES Durable spray-finished models with foamed steel grilles

	C112V
	12"
	2" titanium
	60Hz-
	175/350/700
	97dB
	126dB
	17x25x13
	42.5

	
	
	
	16kHz
	
	
	
	
	

	C115V
	15"
	2" titanium
	55Hz-
	250/500/1000
	99dB
	129dB
	19x28x15
	60.5

	
	
	
	16kHz
	
	
	
	
	

	C215V
	15" (2)
	2" titanium
	42Hz-
	500/1000/2000
	99dB
	132dB
	20x46x24
	101

	
	
	
	16kHz
	
	
	
	
	

	CM10V
	10"
	1" phenolic
	70Hz-
	125/250/500
	96dB
	123dB
	22x14x11
	27

	
	
	
	20kHz
	
	
	
	
	

	CM12V
	12"
	2" titanium
	60Hz-
	175/350/700
	97dB
	126dB
	25x16x14
	43

	
	
	
	16kHz
	
	
	
	
	

	CM15V
	15"
	2" titanium
	55Hz-
	250/500/1000
	99dB
	129dB
	28x19x13
	57

	
	
	
	16kHz
	
	
	
	
	

	CW115V
	15"
	n/a
	35Hz-
	250/500/1000
	95dB
	125dB
	19x24x21
	64

	
	
	
	2kHz
	
	
	
	
	

	CW118V
	18"
	n/a
	30Hz-
	300/600/1200
	96dB
	127dB
	22x32x25
	71

	
	
	
	2kHz
	
	
	
	
	

	CW218V
	18" (2)
	n/a
	30Hz-
	600/1220/2400
	98dB
	132dB
	48x23x26
	132

	
	
	
	2kHz
	
	
	
	
	

	FLYABLE MODELS Ideal for installations

	C112VA
	12"
	2" titanium
	60Hz-
	175/350/700
	97dB
	126dB
	17x25x13
	42.5

	
	
	
	16kHz
	
	
	
	
	

	C115VA
	15"
	2" titanium
	55Hz-
	250/500/1000
	99dB
	129dB
	19x28x15
	60.5

	
	
	
	16kHz
	
	
	
	
	


